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1. SYNOPSI S OF APPLI CATI ON N
a. Nanme and Address of Applica

Al den Resources LLC
332 W Cunberl and Gap Pkwy Ste 200
Cor bi n, KY 40701

b. Facility Locatio

DNR Pernmit No.:
Patterson Creek M ne
KY 904 & Pa Cr eek

a mnor individual KPDES pernmt to a “new source” coal
on discharging directly to an “CQutstanding State Resource

First issue
m ning opera
VWater”.

Kentucky>
KentuckyUnbridledSpirit.com UNBRIDLED SPIRIT <. An Equal Opportunity Employer M/F/D
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2. RECEI VI NG WATERS

a. Recei vi ng Wat er Nane

Facility discharges to the foll ow ng:

Facility D scharges

Recei ving Waters Latitude (N Longi tude (W

36-38-51 84-03-00

36- 38-59 84-02- 57

84-02- 56

84-02-56
Patterson Creek

84-02-54

84-02-47

84-02-42

84-02-52

b. Stream Segnent Use C assifica

.o Patterson Creek carries the
Aquatic Habitat, Primary Contact
ion, CQutstanding State Resource

Pursuant to 401
foll owi ng cl assi
Recreation, Se

KAR 10: 026,
ions: Warm Wa
ontact Recre
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WM .
ai nag from “new source” active nining areas

ed areas

ts N
N

3. REPORTED DI SCHARGE AND P

Description of Discharge - Discharges of “acid or ferruginous mn
excl uding coal preparation plants and coal preparation plat asso

Ef f | uent Reported Di scharge Pr oposed i
Characteristics Mont hl y Dai ly Mont

Applicable Water Quality
Criteria and/or Effl uent

Aver age Maxi mum Av Gui del i nes
FI ow ( M3D) Vari abl e Vari abl e KAR 5: 065, Section 2(8)
Conductivity (umho/cn Vari abl e Vari abl e z: 065, Section 2(8)

Acidity (as ng/l CaCQOy)! Vari abl e Vari abl R 5:080, Section 1(2)(c)2

Al kalinity (as ng/l CaCQ;)! Variable Var i KAR 5: 080, Section 1(2)(c)2

Ol & Gease! Vari abl e Vari abl e 401 KAR 5:080, Section 1(2)(c)2

Total Recoverable Iron Vari abl e 401 KAR 10: 031, Section 6
401 KAR 5:065, Sections 2, 4 and 5

Total Recoverabl e Manganese Vari /1 401 KAR 5:065, Sections 2, 4 and 5

Total Suspended Solids 401 KAR 5:065, Sections 2, 4 and 5

pH (standard units)? 401 KAR 10: 031, Section 4(1)(b)
401 KAR 5:065, Sections 4 and 5

At all times acidity she

2The limts and nonitoring pply if the pernittee has devel oped and inpl emented a “Best

Management Practices” (BMP) ¥ is permt. The BMP plan shall include a specific section that
addresses the handling, stora i petrol eum products and the maintenance procedures for mning
equi pnent .

3These types of discharges shal
over a period of 24 hours.

the pH of the receiving streamto fluctuate nmore that 1.0 standard unit



PERM T No.: KY0108278
Al No. : 105718
Fact Sheet Page 4

4, METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

a.

Descri ption of Discharge

Di scharges of “acid or ferrugi nous nmine drai nage” from*““new source” coal
preparation plants and coal preparation plant associated areas

Ef fl uent Characteristics

Fl ow Total Recoverable Iron
Acidity Al kalinity
Gl & Gease Conductivity

Recover abl e Manganese
Suspended Sol i ds

Pertinent Factors
The term "acid or ferruginous ni ns mne drai nage which,
before any treatnent, has 6.0 or has a total

recoverable iron concentrati an 10.0 ng/l.

truction is
ector of the

The terms “coal nine”
conmenced after May 4, 1984 or

mne for which the KYDOW
eased di scharge of pollutants has
ion with the mne for which the
[ this determ nation, the
the follow ng events: 1)
racted by that nmine; 2)
sly affected by wastewater
ew surface disturbance at the
m ni i on; i shaft, slope, or drift; and 5)
e KYDOW deens rel evant.

The term “major
det erm nes that
occurred after 3
KPDES pernmit is bei
KYDOW shal | take into &

i of a coal

his facility occur in response to

at i on directly into an “Qutstanding State
whi ch supports the federally |isted endangered species
nsi s (Cunberl and bl acksi ded dace).

w measurenents shall be collected tw ce per nonth.

erable 1Iron, Total Recoverable Manganese and Total
Suspended shall be nonitored tw ce per nonth by grab sanple.
Acidity, alinity, Conductivity, Ol & Gease shall be npnitored once
per nmonth by grab sanple.



4,

PERM T No.: KY0108278
Al No. : 105718
Fact Sheet Page 5

VETHODCOLOGY USED | N DETERM NI NG LI M TATI ONS

e. Justification of Limts

The Kentucky Adm nistrative Regul ations (KARs) cited bel ow have been duly
promul gated pursuant to the requirements of Chapter 224 of the Kentucky
Revi sed Statutes (KRSs).

Fl ow and Conductivity
The nmonitoring requirenments for these para
requi renents of 401 KAR 5: 065, Section 2(8

ers are consistent with the

Acidity, Alkalinity, and Ol & G ease
The limts and requirenments for thes
requi rements of 401 KAR 5:080, (c)2. These limts are
representative of the Division t Professional Judgnent"”
(BPJ) determnation of the "Bes i ol Technol ogy Currently
Avai | abl e" (BPT) and "Best nom cal | y Achi evabl e”
(BAT) requirenents for thes

e consistent with the

Total Recoverabl e Manganes
The limts for these paraneter
401 KAR 5:065, Sections 4 and 5.
“New Source Perfornmance” (NSPS) re
pursuant to 40 CFR

ui renents of
ntative of the
es of discharges

sistent with the
imts are rep
for these t

Tot al Recover abl Iro
The limts for this p
KAR 10: 031, Sec_ti on 6

the requirenments of 401
s 2, 4 &5 These linits
ce” (NSPS) requirements for
Parts 434. 35. Based on EPA
, 1996 the ternms Total Iron and
therefore as Kentucky’'s Water
total recoverable the term Tot al
Pur suant to 401 KAR 5:065, Section 2(4)
cluded in the KPDES permit when it is
‘ ty standards. Title 401 KAR 10:031,
est abl i she acute criterion of 4.0 ng/l and a chronic
/|1 for this parameter. Footnote 8 of that table states
iterion for iron shall not exceed 3.5 ng/l if aquatic
0 0 be adversely inpacted. The Division of Water
only the acute criterion as a daily maxi num in

is paraneter are consistent with the requirenments of 401
on 4(1)(b) and 5:065, Sections 4 and 5. These limts are
of the “New Source Performance” (NSPS) requirenents for
di scharges pursuant to 40 CFR Parts 434. 35

r epr esent at
t hese types
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METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

e.

Justification of Limts

Met al s, Cyani de and Total Phenol s

The following table represents the Division of Water’'s evaluation of the
reasonabl e potential that the discharge of these pollutants would violate
water quality standards. Due to the discharges from the activities being
preci pitation dependant and the receiving waters having a 7QL0 low flow

condition of zero (0) cfs the Division of Water has determ ned that
effluent data shall be conpared to the . <acute criterions for these
pol lutants. In accordance wi th Division of 's EPA approved Reasonabl e
Potential Analysis if the reported val ue 90% greater for less than 5
sanpl es then a nonitoring requirenent s ein ded in the permt.
Reported Val ue Acute Criteria Reasonabl e
Pol | ut ant Per cent ;
(mo/l) (mo/l) Potenti a
Ant i mony N A A No
Arsenic N A No
Beryl |ium N A N A No
Chr omi um N A N A No
Copper N A No
Lead N A No
Mer cury N A No
Ni ckel N A No
Sel eni un N A No
N A No
N A No
N A No
N A No
NONE N A No

existing di
i.ssuance of

ation is for
ints then the
T cover age
ion of
a to KDOW

sedi nent

appl i cant
letter

a new activity which does

shall within

and within one
tr eat nent

ponds

not have any
two years of
year of the
provi de the
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5. REPORTED DI SCHARGE AND PROP: LIMTS

Description of Discharge — Discharges of “acid or ferrugi nous
(reclamati on areas) excludi ng underground m ne drai nage

| nag from “new source” post mning areas

\

Ef f | uent Reported Di scharge Applicable Water Quality
Characteristics Mont hl y Dai |l y Criteria and/ or Effluent

Aver age Maxi mum i del'i nes
Fl ow ( M3D) Vari abl e Vari abl e ! : 065, Section 2(8)
Conductivity (unmho/cm Vari abl e Vari abl e 5: 065, Section 2(8)
Acidity (as ng/l CaCQOy)? Vari abl e Vari abl e KAR 5: 080, Section 1(2)(c)2

Al kalinity (as ng/l CaCO;)?! \Variable 401 KAR 5:080, Section 1(2)(c)2

Ol & Gease? Vari abl e Vari abl e 401 KAR 5:080, Section 1(2)(c)2

Settl eabl e Solids® 401 KAR 5:065, Sections 2, 4 and 5

pH (standard units?* 401 KAR 10: 031, Section 4(1)(b)
401 KAR 5: 065, Sections 4 and 5

At all times acidity shall

The limts and nonito
Managenent Practices
addresses the handl
equi prent .

he pernittee has devel oped and i npl enented a “Best
it. The BMP plan shall include a specific section that
petrol eum products and the naintenance procedures for mining

5The limtation for Settleab aneous nexi mum

“These types of discharges shal
over a period of 24 hours.

he pH of the receiving streamto fluctuate nmore that 1.0 standard unit
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METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

a. Description of Discharge

Di scharges of “acid or ferruginous mne drainage” from “new source”
post nmining areas (reclamation areas) excluding underground mne

dr ai nage
b. Ef fl uent Characteristics
Fl ow Settl eabl e Solids )l & G ease
Acidity Al kalinity
Conductivity
cC. Perti nent Factors

The term "acid or ferruginou means mnine drainage
whi ch, before any treatnent, has a tota
recoverabl e iron concentrati than 10.0 ny/l.

or 2) The
fter the
deposit has

The term "post mining a
under ground wor ki ngs
extraction, renoval, or

ground coal
| fromits nat

e surface area of a coal mne,
and on which revegetation

The term "recl
whi ch has bee
(specifically,

neans release by the
on of the performance bond
onpl et ed: backfilling, re-
control work, including soi
pl anti ng, and nmul chi ng in
recl amation pl an.

2ans the tine at which the Departnent

c urns any remaining reclamation or
based upon its determ nation that reclamation work
he case of wunderground nines, mine sealing, and
and revegetation requirenents have been

eous maxi nunf neans the nmaxi num value not to be

post nmining areas (reclanmation areas) are applicable
for which “phase | reclamation bond rel ease” has been
recei ved remains in effect wuntil “final bond release” is

recei ved.

The mning operation discharges directly into an “Qutstanding State
Resource Water” which supports the federally |I|isted endangered
speci es Phoxi nus cunberl andensi s (Cunberl and bl acksi ded dace).
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METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

d. Moni t ori ng Requi renents

I nst ant aneous fl ow neasurenents shall be collected once per nonth for
the first six (6) nmonths after Phase | Bond Rel ease, then once per
quarter thereafter, unless otherwi se notified by Cabi net personnel.

Acidity, Alkalinity, Conductivity, Gl & Gease, pH and Settleable
Solids shall be nonitored once per nmonth for the first six (6) nonths
after Phase | Bond Rel ease, then once pe uarter thereafter, unless
ot herw se notified by Cabinet personnel.

e. Justification of Limts

The Kentucky Adm nistrative Regul a ) cited bel ow have been
duly pronul gated pursuant to t i of Chapter 224 of the
Kent ucky Revi sed Statutes (KR

Fl ow and Conductivity
The nmonitoring require
the requirenents of 401

consistent with

Acidity, Alkalinity, and Gl &
The limts and requirenments for
the requirenents
are represent
Judgnent"  (BP
Technol ogy Currentl

rameters are consistent with
Sect|on 1(2)(c)2 These limts
of Water's "Best Professional
"Best Practicable Control
" Avai | abl e Technol ogy
for these types of

—

stent with the requirenents of
. ese limts are representative of
Technol ogy Currently Avail abl e" (BPT) and
C cally Achi evable" (BAT) requirenents
suant to 40 CFR Parts 434.55(a).

is paraneter are consistent with the requirements of

> 4(1)(b) and 5:065, Sections 4 and 5. These
e of the "Best Practicable Control Technol ogy
BPT) and "Best Avail abl e Technol ogy Econonically
requi renents for these types of discharges pursuant



Description of Discharge — Discharges of “acid or ferruginous mn

(under ground ni ne drai nage)

Ef f | uent
Characteristics

Fl ow ( MD)
Conductivity (uS/cm
Acidity! (as ng/l CaCQ)

Al kalinity! (as ng/l CaCQy)
Ol & Gease?

Total Recoverable Iron

Total Recoverabl e Manganes
Total Suspended Solids

pH® St andard units)

At all tines acidit

Managenent Practices” (BMP

addresses the handling,
equi pnent .

3These types of discharges shal

over a period of 24 hours.

Reported Di scharge

Mont hl 'y
Aver age

Vari abl e
Vari abl e
Vari abl e
Vari abl e
Vari abl e

Vari abl e

Var i ab

sto

Vari abl e “~\x'
e Vanui"!'.‘::!~‘ﬂe

pl an as reqt
age and di

Dai |l y

Maxi mum
Vari abl e 1
Vari abl e

Vari abl e

yF.
o A
Var i‘abl e

401

401

401

Vari abl e 70.0 ng/| 401
9.0 (max.) 401

401

s permit. The BMP plan shal
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from “new source” post mning areas

Applicable Water Quality
Criteria and/or Effluent
Cui del i nes

KAR 5: 065, Section 2(8)
’: 065, Section 2(8)
5:080, Section 1(2)(c)2
5:080, Section 1(2)(c)2
5:080, Section 1(2)(c)2

KAR 10: 031, Section 6
KAR 5: 065, Sections 2, 4 and 5

KAR 5: 065, Sections 4 and 5
KAR 5: 065, Sections 4 and 5

KAR 10: 031, Section 4(1)(b)
KAR 5: 065, Sections 4 and 5

ply if the permittee has devel oped and inplenented a “Best

include a specific section that

petrol eum products and the maintenance procedures for mning

he pH of the receiving streamto fluctuate nore that 1.0 standard unit
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8. VETHODOLOGY USED | N DETERM NI NG LI M TATI ONS

a. Description of Discharge

Di scharges of “acid or ferruginous mine drainage” from “existing
source” or “new discharger” post mining areas (underground mne

dr ai nage)

b. Ef f | uent Characteristics
Fl ow Total Recoverable Iron Recover abl e Manganese
Acidity Al kalinity uspended Sol i ds

Al & Gease Conductivity
C. Pertinent Factors
ans mne drainage

6.0 or has a total
n 10.0 ny/l.

The term "acid or ferrugi
whi ch, before any treatnen of
recoverable iron concentr on equal to or greater

ruction is
Di rector of

mne on which
determ ned by

The terms "coal mne”
conmenced after May 4, 1984 or

coal mine for which the KYDOW
eased discharge of pollutants

ati on” neans

determ nes tha tered, or i

has occurred after in con tio ith the mine for which
the KPDES permt is i der ed. ng this deternination,
| take 1 more of the follow ng

t he KYDOW.shal

eviously extracted by that
not previously affected by

;. 3) Extensive new surface
4) Construction of a new shaft,
factors as the Director of the

ot her

1eans: 1) A reclamation area; or 2) The
an underground coal mne after the
or recovery of coal fromits natural deposit has
ond rel ease.

wor ki ngs of an underground mne” neans the
including shafts, adits, support facilities,
nderground mine, but excludes surface disturbances
t he under ground m ne.

or post mnining areas (underground mine drainage) are
to discharges until “final bond release” is received.

The nmining operation discharges directly into an “Qutstanding State
Resource Water” which supports the federally Ilisted endangered
speci es Phoxi nus cunberl andensi s (Cunberl and bl acksi ded dace).
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8. METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

d.

Moni t ori ng Requi renents
| nst ant aneous fl ow nmeasurenents shall be collected tw ce per nonth.

pH, Total Recoverable Iron, Total Recoverable Mnganese and Tot al
Suspended Solids shall be nonitored twice per nonth by grab sanple.

Acidity, Alkalinity, Conductivity, GOl & Gease shall be nonitored
once per nonth by grab sanple.

Justification of Limts

Rs) cited bel ow have been

The Kentucky Adm nistrative Regul
of Chapter 224 of the

duly pronul gated pursuant to th
Kent ucky Revi sed Statutes (KR

Fl ow and Conductivity
The nonitoring requirenen
the requirenents of 401

or these paraneters consistent wth

: 065, Section 2(8).

Acidity, Alkalinity, and Gl
The limts and requirenents fo
the requirenents.cof

are representa
Judgnent" (BF
Technol ogy Current
Economi cally Achie
di schar ges.

rameters are nsistent with
ion 1(2)(c)2. These limts
VWater's "Best Professional
"Best Practicable Control
t Avail abl e Technol ogy
for these types of

the Divisi
ination of

stent with the requirenments of
e limts are representative of
requi renents for these types of

are consistent with the requirenents of
ection 6 and 401 KAR 5:065, Sections 2, 4 & 5. These
the “New Source Performance” (NSPS)
types of discharges pursuant to 40 CFR Parts
EPA nenoranduns from August 13, 1998 and May

otal Iron and Total Recoverable Iron are synonynous
ent ucky’s Water Quality Criteria are expressed terns of
ble the term Total Recoverable Iron shall be used.
KAR 5: 065, Section 2(4) water quality standards are to
the KPDES permit when it is necessary to achi eve water
quality dards. Title 401 KAR 10: 031, Section 6 Table 1 establishes
an acute iterion of 4.0 mg/l and a chronic criterion of 1.0 ng/l for
this paraneter. Footnote 8 of that table states that the chronic
criterion for iron shall not exceed 3.5 ng/l if aquatic life has not
been shown to be adversely inpacted. The Division of Wter is
therefore inplementing only the acute criterion as a daily maxi mum in
this pernmit.

be incl
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METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

e. Justification of Limts

pH

PERM T No. :
Al No. :
Fact Sheet

KY0108278
105718
Page 13

The limts for this parameter are consistent with the requirenments of

401 KAR 10: 031, Section 4(1)(b) and 5:065,

Sections 4 and 5. These

limts are representative of the “New Source Performance” (NSPS)

requirenents for these types of discharges pursuant

434.55(b) (1).

Metal s, Cyani de and Total Phenols
The followng table represents the
the reasonable potential that the di
violate water quality standards.
activities being precipitation
having a 7QL0 | ow fl ow conditi
has determined that efflue
criterions for these poll ut
EPA approved Reasonabl e P
or greater for less than
be included in the permt.

mpl es ihen a nonitoring

Water’s

ar ed

to 40 CFR Parts

eval uati on of

ese pollutants woul d
the discharges from the
the receiving waters
the Division of \Water

to the acute

i vi sion of Water’'s
rted_ value is 90%

nment shal |

=3l | Ut A Reported Val ue Acute Criteria Per cent Reasonqu e
(no/l) Pot ent i al
Ant i nony N A No
Arsenic 34 N A No
Beryllium N A No
N A No
N A No
N A No
N A No
1.4 N A No
469 N A No
20 N A No
3.78 N A No
NONE N A No
120 N A No
22 N A No
NONE N A No

Because
exi sting

conmpl etion of construction of sedinent treatnent

requi red anal ytical data to KDOW

application is for a new activity which does not have any
scharge points then the applicant

shall within two years
of issuance of the permt coverage letter and within one year of the

ponds provide the
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ANTI DEGRADATI ON

The conditions of 401 KAR 10:029, Section 1 have been satisfied by this
permit action. This permit action involves the first issuance of a permt
to a new discharger. The inposition of water quality based requirenents is
required pursuant to 401 KAR 5:065, Section 2(4)1 which states “have the
reasonable potential to cause, or contribute to an excursion above any
water quality standard”. To determine if such a reasonable potential
exists sufficient effluent data is required. Such data is not available
for new dischargers which have not commenced di schargi ng. The pernmit has
been conditioned to generate that data whic when sufficient data is
avail able, DOW shall evaluate the data t mne if a reasonable
potential exists. Therefore at this ti review under 401 KAR
10: 030, Section 1 is not applicable.

PROPOSED COMPLI ANCE SCHEDULE FCOR ATTAI

Permttee shall conply with the ef
of the permit with the follow ng

PROPOSED SPECI AL CONDI Tl ONS
DI SCHARGE

Al kaline M ne Recl assification
The procedures for assifying an o
mne drainage to

ation from “acid or ferrugi nous”
are consistent wth the

requi renents of 40 Section 4 and 5. “Al kaline mne
drai nage” is defined in al M ni ng rce Category Effluent
Gui del i nes (General Definiti 40 CFR 434. s mne drainage which

than 6.0 standard units
than 10 ny/l.

prior to any eat nent has

and a Tot al

Al terna
The pro ) pH final effluent limt to allow
for renoval manganese are consistent wth the
' X i C , 4 and 5. In accordance with
gory Effluent Guidelines (Alternate
434.61) the permt issuing authority
al effluent to exceed 9.0 standard units
der that total recoverable nmanganese linitations may
appl.i cation of neutralization and sedinentation

n the inability to conply.

nmtations - Precipitation

2questing an alternate precipitation effluent limt are
equirenents of 401 KAR 5:065, Section 2(1), 4 and 5.
the Coal Mning Point Source Category Effluent
Gui del i nes (Al ate effluent limtation for precipitation events — 40 CFR
434.63) the pe t issuing authority may grant on an event-by-event basis
alternate effluent linitations based on type of discharge and precedi ng 24-
hour precipitation.

The proced
consi st ent
In accordan

Aut hori zation to Di scharge

The permittee is authorized to discharge under the ternms of the permt upon
receipt of witten notification by the KYDOW and upon the issuance of a
fully effective permanent program pernit by DNR
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PROPOSED SPECI AL CONDI TIONS WHICH WLL HAVE A SIGN FI CANT | MPACT ON THE
DI SCHARGE - conti nued

Bent hi ¢ Macroi nvertebrate Assessnent

As a result of recent studies denonstrating a correlation between coal
mning activities and adverse biological inpacts on receiving waters EPA
has nmandated that KDOW include a condition in the permt requiring all
operations covered by the permttee to conduct a one-tinme benthic
macr oi nvertebrate assessnment imrediately downstream of an outfall in each
wat ershed inpacted by the mining operation. ursuant to 401 KAR 5:065,
Section 1(8) the pernmittee has the duty to ide any information the
Cabi net nmay request to determ ne whether cau s to nodify, revoke and
rei ssue, or revoke a permit. To ensure th of viable data KDOW
has mandated the assessnents be perforne cordance with the gui dance
in KDOW  Docunent DOASOP03003 - for Sanpl i ng Bent hi ¢
Macr oi nvertebrate Conmunities in Wade ch, 2009 on each HUC 14
i npacted by the nmining operation. | DONthe HUC 14 is the
optimum size for the performance These units are
neither too large to collect snmall to require
excessive data collection and n the biological
conmuni ty.

Best Managenent Practices (BMP) Pl an

Pursuant to 401 KAR 5:065, Section a BMP requi nt shall be
i ncluded: to control abate the dis pollutants from ancillary
areas containing to rdous sub t hose substances which
could result in envi where nuneric effluent

l[imtations are infeasib carry out oses and intent of KRS
224, Ancillary activitie ed with operations include the
storage and distribution of based pr ts, equipnent repair and
mai nt enance. ac i )| orati sites and access areas.
Such acti [ 3 ) ischarge to waters of the

isting treatnent units.

ered by this permt are conbined for
streans from another facility, the
e conbi ned di scharge may not exceed the
at pollutant applicable to any conponent
This requirenment is consistent with the
Sections 2, 4 and 5 (40 CFR Part 434.61).
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PROPOSED SPECI AL CONDI TIONS WHICH WLL HAVE A SIGN FI CANT | MPACT ON THE
DI SCHARGE - conti nued

Departnent of the Arny, Corps of Engineers Condition

Pursuant to the requirenents of 40 CFR 124.59(a) and 401 KAR 5: 075, Section
9 the following special condition is applicable to certain coal mining
operations, which affect anchorage and navigation of any waters of the
United States, which are under the jurisdiction of the Corps of Engineers.
The applicability of this condition to specific dischargers wll be
included in the witten notice fromthe DOWthat. authorizes di scharge under
this permt.

tices which utilize
mninmze resultant

The permittee shall wundertake erosion
proper sedinmentation control neasures
sedi nentation in navigable waters whic a result of discharges
from both point and non-point ed with the overall
operations. The practices will appl [ future facilities and
activities, and will, at a mninmnu trol of erosion and
runof f from access and haul road es, utility right-
of -way easenments, and excav al so provide
adequate ditching, culverts, an structures
or procedures necessary to mnimz
DOW shall have the right to inspe di ment control sures being
undertaken by the permttee and, in ion with the“U.
of Engi neers, direct iti e ich are necessary to conply
with the requirenen ' Shoul d this discharge result in
sufficient depositia S reate a hazard to anchorage or
navi gati on on any navigable wa its mill be renoved by the
permittee wthout expense rnnent . Further, the
ti me and manne cation and manner of its
di sposal i [ by the District Engineer
of the Cor ]

The permttee

I n-strea

construction or use of in-stream
i ment ponds, hollow fills, valley
orization is within the jurisdiction
is inmplemented through the Section 404
fat er Act. Since the COE is a federal
action requires the issuance of a Section 401 Water
the DNR. The requirenments of the 401 Water
or this operation are hereby incorporated by
mt as enforceabl e requirenents.

Requi r enent

is classified as an Qutstanding State Resource Water
presence of the endangered species of dace, Phoxinus
Cumber | andensi s n order to adequately protect this classification, the
foll owi ng speci conditions are being inposed pursuant to the requirenments
of 401 KAR 5:026, Section 7, 401 KAR 5:030, Section 1, 401 KAR 5:031,
Section 7, and 401 KAR 5: 065, Section 2.

The Patters
(OSRW due t

A 100-foot buffer zone about the stream shall be nmmintained, thus
prohi biting any in-stream di sturbances or structures.

An in-stream monitoring program shall be developed and inplemented to
det erm ne background (pre-mning disturbance conditions) and the inpacts
the activities are having on the stream Continued stream nonitoring shall
be conducted throughout the |ife of the permt and shall consist of the
same requirements as the pre-mning survey.
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PERM T DURATI ON

Five (5) years. This facility is in the Four Rivers [/ Upper & Lower
Cunber | and Basin Managenent Unit as per the Kentucky Watershed Managenent
Fr anewor k.

PERM T | NFORVATI ON

The application, draft pernmt fact sheet, public notice, coments received
and additional information is available by witing the D vision of Water at
200 Fair Oaks Lane, Frankfort, Kentucky 40601.

REFERENCES AND Cl TED DOCUMENTS

Al material and docunents referenced or this fact sheet are parts
of the permt information as describ re readily avail able at
the Division of Water Central . tion regarding these
materials nay be obtained fromthe i

CONTACT

For further information contact
Noti ce or Heather Dodds at (502) 5
heat her . dodds@xy. gov.

he Public
y e-mail at

identifie
tensi on 4892,

PUBLI C NOTI CE | NFORMA

Please refer to the atts i details regarding the
procedures for a final i i conments, and ot her
information r



KPDES

KENTUCKY POLLUTANT

DISCHARGE ELIMINATION
SYSTEM

PERMIT

PERM T NO. : KY0108278
Al NO : 105718

AUTHORI ZATI ON TO DI SCHARGE

KENTUCKY POLLUTANT DI SCHARGE SYSTEM

Pursuant to Authority in KRS 224,
Al den Resources LLC

332 W Cunberl and Gap Pkwy Ste 200
Cor bi n, KY 40701

is authorized to discharge froma facility
DNR Permit No.: 918- 0419
Patterson Creek M ne

KY 904 & Patterson Cree
Nevi sdal e, Whitley Co

to receiving waters naned

Facility dis
| ocati ons)

-4 for specific discharge

in accordance
conditions set
cover shee 2

toring requirenments, and other
hereof. The pernit consists of this
, and PART IIl 3 pages.

i zation to discharge shall expire at m dnight,

Sandra L. G uzesky, Director
Di vi sion of Water

Dat e Si gnec

DEPARTMENT FOR ENVI RONVENTAL PROTECTI ON
Di vision of Water, 200 Fair OCaks Lane, Frankfort, Kentucky 40601

Printed on Recycl ed Paper
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Permt No.: KY0108278
Al NO: 105718
Al. EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS
Description of Discharge - Discharges of “acid or ferrugi nous mne from ““new source” coal preparation

pl ants and coal preparation plant associated areas

During the period beginning on the effective date of this per
or the termof this permt, the permttee is authorized to di
in the SCVRA permt

sting through either Phase | bond rel ease
all point source discharges as descri bed
Such di scharges shall be limted and nonitored by the

EFFLUENT CHARACTERI STI CS TORI NG REQUI REVENTS

(1 bs/ day)
Mont hl'y Dai l y asur ement Sanpl e
Avg. Frequency Type

Fl ow ( M3D) Report 2/ Mont h I nst ant aneous
Total Suspended Solids (ng/l) N A 2/ Mont h Grab

Total Recoverable lIron (ng/l) N A 2/ Mont h G ab

Total Recoverabl e Manganese (ng/l) NA 2/ Mont h G ab

Ol & Gease (ng/l)? 1/ Mont h G ab

Acidity (as ng/l CaCQ)? 1/ Mont h G ab

Al kalinity (as nmy/l CaCQ;)? Repor t 1/ Mont h G ab
Conductivity (unmho/cm & Report 1/ Mont h G ab

The limts and nonitoring for Ol f the permttee has devel oped and inplemented a “Best
Management Practices” (BM i i The BMP plan shall include a specific section that

addresses the handling products and the maintenance procedures for nining

equi pnent .
2At all times acidity s

The pH of the effluent sha tandard units or greater than 9.0 standard units and shall be
nmoni tored 2/ Month by grab sa ) di scharges shall not cause the pH of the receiving streamto
fluctuate nore that 1.0 standa i a period of 24 hours.

There shall be no discharge of floati ds or visible foamor sheen in other than trace anounts.
Sanples taken in conpliance with tfF

| ocation: nearest accessible point
other outfalls.

pnitoring requirenents specified above shall be taken at the follow ng
r to discharge to or mixing with the receiving waters or wastestreans from

The abbreviation N A means Not Applicabl e.
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A2. EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS

Description of Discharge — Discharges of “acid or ferruginous mn from “new source” post mning areas

(reclamation areas) excludi ng underground ni ne drai nage

i ng through either Phase Il bond rel ease

During the period beginning on the effective date of this perm
[ Il point source discharges as descri bed

or the termof this permt, the permittee is authorized to ch
in the SCVRA permt

Such di scharges shall be limted and nonitored by the

EFFLUENT CHARACTERI STI CS DI SCHA TORI NG REQUI REMENTS

(1 bs/ day) s (Specify)
Mont hl y Dai |y asur enment Sanpl e
Avg. Max. Freqguency Type
Fl ow ( MGD) Report N A 1/ Mont h I nst ant aneous
Settleable Solids (my/l)? N A 0. 1/ Mont h G ab
Ol & Gease (ng/l)? N A 1/ Mont h G ab
Acidity (as ng/l CaCQ)?® N A ort 1/ Mont h G ab
Alkalinity (as ng/l CaCQ;)? epor t 1/ Mont h G ab
Conductivity (unmho/cnm Report 1/ Mont h Grab

maxi munf not to be exceeded at any tine.

Managenent Practices”
addresses the handli
equi prent .

(B equi red by The BMP plan shall include a specific section that
C C products and the maintenance procedures for nining

At all times acidity sha
; standard units or greater than 9.0 standard units and shall be
nonitored 2/ Month by grab sa . of di scharges shall not cause the pH of the receiving streamto
i a period of 24 hours.

There shall be no discharge of flo ds or visible foamor sheen in other than trace anmounts.

pnitoring requirements specified above shall be taken at the follow ng
or to discharge to or mixing with the receiving waters or wastestreans from

Sanples taken in conpliance with the
| ocation: nearest accessible point
ot her outfalls.

The abbreviation N A nmeans Not Applicable.
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A3. EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS

Description of Discharge - Discharges of “acid or ferruginous mn from “new source” post mning areas

(underground m ne drai nage) .

During the period beginning on the effective date of this perm
or the termof this permt, the permittee is authorized to disch
in the SCVRA permt

i ng through either Phase Il bond rel ease
Il point source discharges as descri bed
Such di scharges shall be limted and nonitored by the

EFFLUENT CHARACTERI STI CS DI SCHA TORI NG REQUI REMENTS

(1 bs/ day) s (Specify)
Mont hl y Dai |y asur enment Sanpl e
Avg. Max. Freqguency Type

Fl ow ( MGD) Report N A 2/ Mont h I nst ant aneous
Total Suspended Solids (ng/l) N A 70 2/ Mont h Grab
Total Recoverable Iron (ng/l) N A 2/ Mont h Grab
Total Recoverabl e Manganese (ng/l) N A 2/ Mont h G ab
Ol & Gease! (ng/l) &5 1/ Mont h G ab
Conductivity (uS/cm A Report 1/ Mont h G ab
Acidity? (as ng/l CaCQ) N A Repor t 1/ Mont h G ab
Al kalinity? (as ng/l CaCQ) L N A Report 1/ Mont h G ab
The limts and nonitoring for Ql he pernittee has devel oped and i npl enented a “Best
Managenment Practices” (B i The BWMP plan shall include a specific section that

addresses the handli
equi prent .

products and the maintenance procedures for mining

2At all times acidity sha

; standard units or greater than 9.0 standard units and shall be
nonitored 2/ Month by grab sa . di scharges shall not cause the pH of the receiving streamto
i a period of 24 hours.

There shall be no discharge of flo ds or visible foamor sheen in other than trace anounts.
Sanples taken in conpliance with the

| ocation: nearest accessible point
other outfalls.

pnitoring requirenments specified above shall be taken at the follow ng
or to discharge to or mxing with the receiving waters or wastestreans from

The abbreviation NN A nmeans Not Applicable.



Patt erson Creek
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NO. :
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36- 38-51 84-03-00
36- 38- 59 84-02- 57
36- 39- 05 84-02- 56
36- 39-10 84-02- 56
36- 39- 15 84-02-54
36- 39-19 84-02- 47
36- 39- 28 84-02-42

36- 39- 25

84-02-52
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Permit No.: KY0108278

Al NO. : 105718
B. OTHER REQUI REMENTS
Al kaline M ne Reclassification
Title 40 Chapter | Subpart 434.11 “General Definitions” defines “alkaline mne
drai nage” as mne drai nage, before any treatnment, has a pH equal to or greater than
6.0 standard units and a Total Iron concentration of 10 ng/l. As information is

unavailable at the time the applicant subnmits an application for an individual
permt the default classification for all mne drainage is “acid or ferruginous”.
Shoul d the permttee have reason to believe the drainage from an operation would be
nore appropriately classified as “alkaline” the ittee nust satisfactorily
denpnstrate to KDOW that the mine drainage , prior atment, has a pH greater
than or equal to 6.0 standard units and a Total Re Iron concentration |ess
than 10 ngy/l.

Thi s denmonstration shall consist of a nine nap
| abel ed including the latitude and |ongitudetin .
sufficient nunber of nonitoring |ocations qu cterize any variations
within the drainage from all parts of e i ng activi These nonitoring
| ocati ons CAN NOT CO NCIDE with any sedi nent structure dischar poi nt as untreated
drai nage nust be collected for the d stration. At l|east six

to characterize the flow, pH and th | Recoverable Iron con
influent or untreated effluent shall be [ e(&i and subnitted

denonstrati on.

) nonths of data
ion of the
art of this

The effect of reclassifying
renove the effluent linita
nmanganese which constitute
the KPDES permt.

mine from “aci
nd_nonitoring
pdi fi cation

r ferruginous” to “alkaline” is to
uirements for total recoverable
necessitates the reopening of

Alternate Effluent

Pursuant to 401 ;
authority may al
to a small ext
application of neu
inability to conply.
a speC|f|' :

434.62), the permt issuing
t to exceed 9.0 standard units
ations nay be achi eved when the
ation treatnent technology results in the
itation shall be granted upon request for
brmits sufficient docunmentation, wth
an effluent pH of greater than 9.0
Manganese |imtation. However, under no
ndard units.

Thi s
addi ti onal
data shall
the event the
subm t plans for

sanple results utilized to determne that
9.0 and 10.0 standard units was required. This
; total recover abl e manganese concentrations. In
n1nes this condition to be chronic the permttee shal
a sol ution.
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B. OTHER REQUI REMENTS - conti nued

Alternate Effluent Linmtations - Precipitation
Pursuant to the requirenents of 401 KAR 5:065, Section 4(2) (40 CFR Part 434.63),
precipitation induced discharges are eligible for alternate effluent linmts. The
applicable alternate linmts are a function of the size of the precipitation event
and the type of operation and shall be granted on an event by event basis, provided
the operator requests alternate precipitation lintations and provides sufficient
proof that the discharge or increase in the discharge was caused by the applicable
preci pitation event described. This could be in the.form of precipitation data,
weir flow measurenments, dated photographs, or equi proof of record. Thi s
information shall be subnmitted with the Discharg ing Report (DWR). The
following alternate Iimtations are avail abl e:

1) The alternate limtations specified in.par

( aph (2) of this section apply
h respect to:

(a)
t

W

(i) Al discharges of alkaline mne
wor ki ngs of underground mnes that are
for these alternate linmtations;

age ept discha
commi ngl ed with other

s from underground
i scharges eligible

(ii) Al discharges from steep sl ope areas, ined in section

Surface Mning Control and Reclanmation Act

nount ai nt op renoval operati (mduct ed purs

(iii) Discharges from coal ﬂp
(excluding acid or ferrugi nous

d)(4) of the
)), and from
section 515(c) of SMCRA);

to

paration plant associated areas
di sposal piles).

f a disc e caused by precipitation
the 10-year, 24-hour precipitation
with the following limtations

ions apply with respect to acid or ferruginous

Any di scharge
within any 24 ho

in the volume of a discharge caused by precipitation
eater than the 1-year, 24-hour precipitation event, but
|l ess than or equa 10-year, 24-hour precipitation event (or snowrelt of
equi val ent vol une) onply with the following limtations instead of the
ot herwi se applicable | ations:

EFFLUENT LI M TATI ONS DURI NG PRECI Pl TATI ON
POLLUTANT OR POLLUTANT PROPERTY EFFLUENT LI M TATI ONS
Settl eabl e Solids 0.5 m /I maxi num not to be exceeded
pH 6.0 to 9.0 at all tines
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B. OTHER REQUI REMENTS - conti nued

Alternate Effluent Linmtations — Precipitati on — continued

(c) The following alternate limtations apply with respect to acid or ferrugi nous
m ne drainage, except for discharges addressed in paragraphs (a) (nountaintop
renoval and steep slope areas), (d) (controlled surface mne discharges) and (f)
(di scharges from under ground wor ki ngs of underground m nes) of this section:

e caused by precipitation
, 24-hour precipitation
following limtations

(1) Any discharge or increase in the volune of a dis
within any 24 hour period less than or equal to t
event (or snownelt of equivalent volunme) nmay conp
i nstead of the otherwi se applicable limtations:
EFFLUENT LI M TATI ONS DURI NG PRECI PI TATI ON
POLLUTANT OR POLLUTANT PROPERTY EFFLUENT LI M TATI ONS
Total Recoverable Iron 7.0 xi\n for any 1
Settl eabl e Solids maxi mum not to be ex

pH 6. .0 atﬂ times

harge cause precipitation
24-hour precipitation event, but
ipitation event (or snowrelt of
the follo g limtations instead of the

(2) Any discharge or increase in the vol une
within any 24 hour period gr r than the 2-
less than or equal to th
equi val ent  volune) nmay
otherwi se applicable limtation

EFFLUENT LI M TATI ONS DURI NG PRECI PI TATI ON

POLLUTANT OR POLLUTANT PROPERTY EFFLUENT LI M TATI ONS
Settl eabl e Soli | maxi mu t to be exceeded
pH 9.0 at tinmes

(d)(1) Th i i fi aragraph (d)(2) of this section apply
with r ) [ ' aragraphs (a), (b) and (c) of this

(i) Disc ges of acid o i nous mine drainage from underground worki ngs of
i nes whi ch d with other discharges eligible for these

(ii) Controlled i ugi nous surface mne discharges; and

(2) Any discharge or ease in the volune of a discharge caused by precipitation
within any 24 hour period greater than the 10-year, 24-hour precipitation event (or
snownelt of equivalent volune) may conply with the following Iimtations instead of
the otherw se applicable limtations:

EFFLUENT LI M TATI ONS DURI NG PRECI PI TATI ON
POLLUTANT OR POLLUTANT PROPERTY EFFLUENT LI M TATI ONS

pH 6.0 to 9.0 at all tines
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B. OTHER REQUI REMENTS - conti nued

Alternate Effluent Linmtations — Precipitati on — continued

(e) The operator shall have the burden of proof that the discharge or increase in
the discharge was caused by the applicable precipitation event described in the
previ ous paragraphs. Such proof shall take the form of a daily precipitation |og
mai ntai ned in accordance with the requirenents of 401 KAR 5:065, Section 1(10) or
| ocal NOAA weather station records or equivalent. For alternate precipitation
event linmts related to self nonitoring this infor on shall be submitted with
the Discharge Mnitoring Report at the end of the nmoni toring period. For
compliance sanples collected by any representativ EC the permittee has 7
cal endar days from the date of the mne inspe to submit proof of a
qual i fying event has occurred. For all other he precipitation |ogs shall
be provi ded upon request to any represent ati\ie t he

F N
(f) Discharges of mine drainage from u nd eri n
which are not comringled with dischaWe r the
shall in no event be eligible for the rnate limtations.
(g) The applicable alternate limts are
event and the type of operation. These limts shall ranted on an
event by event basis, provided the operat s them and ts sufficient

docunentation as specified a e in paragrap above. Alternate limts are not
avai l abl e for the paraneter ow, Gl & Ge Acidity, and Al kalinity.

of underground mines,
ternate linmtations,

The table on the follow ng page .su i zes these ernate precipitation effluent

limtations.
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B. OTHER REQUI REMENTS — conti nued
TABLE 1 - ALTERNATE PRECI PI TATI ON EVENT REQUI REMENTS
PRECI Pl TATI ON EVENT
TYPE OF DI SCHARCE Di scharge Caused 1-yr, 24-hr 2-yr, 24-hr 10-yr, 24-hr
by Precipitation Event Event Event
Di schar ges from underground wor ki ngs of
: : : : NO ALT ALTE E NO ALTERNATE NO ALTERNATE
g?‘k’g{?gg“”m."nfe"s“es not commi ngled i ncl uding LI'M LI M TATI LI M TATI ONS LI M TATI ONS
" NO ALTERNATE NO ALTERNATE NO ALTERNATE
Di scharges of dredge return water LI M TATI ONS ATI ONS LI M TATI ONS
Di scharges from underground worki ngs of NO ALTE NO ALTERNATE ALTERNATE H
under ground mni nes conmm ngl ed I M TATI ONS LI M TATI ONS P
Control |l ed surface nine drainage (except NO ALTERNATE NO ALTERNATE H
sl ope and nount ai ntop renoval) LI M TATI ONS LI M TATI ONS P
Non-control |l ed surface mine drai nage (except
steep sl ope and nountai ntop renoval) Fe SS, pH pH
Di scharges fromcoal refuse di pH SS, pH pH
Di scharges from steep sl ope & SS, pH SS, pH pH
renoval areas
Di scharges from prepars
areas (excluding coa SS, pH SS, pH pH
Al kaline Mne Dreé SS, pH SS, pH pH
Recl amati on Areas SS, pH SS, pH pH
The abbreviati ons Fe and ron and Settleable Solids, respectively.
The applicable alternate Ii the size of the precipitation event and the type of operation and
shall be granted on an event provi ded the operator requests alternate precipitation lintations and
provi des sufficient proof that Je or increase in the discharge was caused by the applicable precipitation
event descri bed.
These alternate limts do not affect paraneters of Flow, Ol & Grease, Acidity, and Al kalinity.
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B. OTHER REQUI REMENTS - conti nued

Aut hori zation to Di scharge

The permittee is authorized to discharge under the terns of the pernmit upon receipt
of written notification by the DOW and upon the issuance of a fully effective
per manent program pernit by DNR

Bent hi ¢ Macroi nvertebrate Assessnent

Wthin the termof this permt each mning operation authorized by this permt shall
conduct and submit to KDOW a one-time benthic macroinvertebrate assessment
i medi ately downstream of an outfall in each HUC inpacted by the mining
operation, notw thstanding any other requirements of ermt. The assessnents
shall be performed in accordance with the qgui ided in KDOW Docunent
DONSOP03003 — Met hods for Sanpling Benthic Macroi nmunities in Wadeabl e
Wat ers March, 2009 and durlng the appropriate i od. The index period for
headwat er streans (<5 niles? drainage area) ebruary and May and for
Wadeabl e streams (>5 miles? drainage area) ween May and Sept enber.
Assessnments shall not be conducted durin ely high or low flows
or within two weeks of scouring. In t e mning operations
are active within the same HUC 14 the nt assessment. In
the case where an assessnent had erformed within the | mont hs t he
permttee may utilize that information to ith this require Shoul d KDOW
determ ne that additional or follow up ass re required th rmttee shall

ittees may performa j

Commi ngl i ng of Wast estreans
VWere wastestreans from y ' this permt are conbined for
treatnent or discharge with wastestrea the concentration of
each pollutant i F the nobst stringent
l[imtations for wast estream of the
di schar ge. Thi s irenents of 401 KAR 5: 065,
Sections 4 and 5
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B. OTHER REQUI REMENTS - conti nued

Departnment of the Army, Corps of Engi neers Condition

The followi ng special condition is applicable to certain coal mining operations,
whi ch affect anchorage and navigation of any waters of the United States, which are
under the jurisdiction of the Corps of Engineers. The applicability of this
condition to specific dischargers will be included in the witten notice from the
DOWt hat aut horizes discharge under this permt.

The pernittee shall wundertake erosion control practices which wutilize proper
sedi mentation control neasures in order to mnimz esultant sedinmentation in
navi gabl e waters whi ch occur as a result of discharg bot h poi nt and non-poi nt
sources connected with the overall operations. Th will apply to existing
and future facilities and activities, and wl m provide for the
control of erosion and runoff from access and coal handling structures,
utility right-of-way easenments, and excavati mttee will also provide
adequate ditching, culverts, sedinment tra d other structures or
procedures necessary to mnimze sedi nent i ters. The DOW shall
have the right to inspect the sedinen undertaken by the
permttee and, in consultation with ineers, direct any
addi ti onal neasures which are neces i ts of this
condition. Should this discharge result ds materi al
to create a hazard to anchorage or navi gat navi gabl e wat such deposits
will be renoved by the permittee without the United es Government.
Further, the time and manner as the location and manner of
its disposal, must receive oval by the District Engineer of
t he Corps of Engi neers.

I n-stream Treatnent or Di sposal
This permt does not
di sposal facilitie

Such aut hori zati
is inplenmented
Since the COE i
Section 401 Water
Water Quali

f in-stream treatnent or
fills, slurry ponds, etc.)
Cor ps of Engineers (COE) and
orogram of the Clean Water Act.
action requires the issuance of a
by the DNR The requirenments of the 401
' operation are hereby incorporated by
requirenents.

enf or cea
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B. OTHER REQUI REMENTS — conti nued

Qut st andi ng St at e Resource Water Requirenent

Patterson Creek is classified as an Qutstanding State Resource Water (OSRW due to
the presence of the endangered species of dace, Phoxinus cunberlandensis. In order
to adequately protect this classification the follow ng special conditions are being
i nposed pursuant to the requirenents of 401 KAR 5:026, Section 7, 401 KAR 5:030,
Section 1, 401 KAR 5:031, Section 7, and 401 KAR 5: 065, Section 2.

A 100 FOOT BUFFER ZONE ABOUT THE STREAM SHALL BE MAI
| NSTREAM DI STURBANCES OR STRUCTURES. The permttee
condition provided an alternative analysis is perf
is proposed and inplenented. This variance shal form of a 401 Water
Quality Certification, if a USCOE pernit is obt Si ar Division of Water
approval . The conditions of the 401 Water [ tification or Division of
VWater approval shall be automatically incorporate ions of this permt.

Al NED, THUS PRCHI BI TI NG ANY
gquest a variance fromthis
appropriate mtigation

Prior to comencenent of any mning re
chemi cal and physical conditions of the
To effectively determ ne these conditi the pernittee shall elop and submit a
Plan of Study to the Division of Wat revi ew and concurrence. devel opnent

of this Plan of Study shall be in acco nce\h the requirene of the OSRW
Protocols — Cunmberland blackside dace [ cunber| andensi (4/ 12/ 2003),

devel oped by the Standards and Specificatio Qual ity Branch
of the Division of Water. A of these pr the follow ng
Di vi sion of Water website:

bodi es

cols can be found at

http://ww. wat er. ky. gov/ perm tti
bi o_nmon_prot. htm

ata in accordance with the
and bl ackside dace (Phoxinus
cunber | andensi for review.  Submi ssion of all
related reports - . Inventory and Data Managenent
Section of the KPDES . s are to include the KPDES and DNR pernmit

During mning the
Plan of Study

C.

The p pl i ance with all requirenents of this permt on the
effective i ess..ot herwi se st at ed.

See Part d subnmission requirenents related to the Best

Managenent



PART |

Page [-13
Permit No.: KY0108278
Al NO. : 105718

D. MONI TORI NG AND REPCRTI NG

Sanpl es and neasurenents taken in accordance with the requirenents of PART | pages |-
1 through 1-8 shall be representative of the volume and nature of the nonitored
di scharge and shall be taken at the following location: at nearest accessible point
after final treatnent, but prior to actual discharge to or mxing with the receiving
wat er s. For sediment control structures the spillway/discharge pipe of the
structure shall be designated as the conpliance point unless the pernittee has
constructed and bonded a discharge channel from the sedinent control structure to
the receiving water. For discharge channels the co i ance point shall be that
poi nt along the discharge channel that the permtt the Cabinet have agreed
upon. SAMPLES ARE NOT TO BE TAKEN FROM THE SH URE WHEN THERE 1S NO
DI SCHARGE.

All nonitoring points (outfalls) authorized
identifier consistent with the nam ng conve
System  PCS requires the assignment of
999, for each outfall designated on an i
i ncluded on all Discharge Mnitoring
by the pernittee. The permittee shal
each outfall prior to its activation a
outfall nane, receiving stream and |atitud
upon the request of KDOW or the Department
outfalls authorized by this permit.

shall receive a unique
EPA's Permit Conpliance
i.e. 001, 002 thru
tfall name is to be
reports submtted
i ng.the nane for
ord of the
shal | provide
R) a list of

Di scharge nonitoring resul
for each outfall and reported us
(DMR) forns and formats. DVRs
later than the 28'" da
Nat ural Resources

vious nonth shall be sunmarized
i scharge Monitoring Report
shall be postmarked no
ppropriate Departnent for

Because the app
di scharge poi nt's
coverage letter
t r eat nent

h does not have any existing
w years of issuance of the permt
e conpletion of construction of sedinment
' data to KDOW

year of
i red anal
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E. DEFI NI TI ONS

The ternms "1-year, 2-year, and 10-year, 24-hour precipitation events" nean the
maxi mum 24-hour precipitation event with a probable recurrence interval of once in
one (1), two (2), and ten (10) vyears, respectively, as defined by the National
Weat her Service and Technical Paper No. 40, "Rainfall Frequency Atlas of the US.,"
May 1961, or equival ent regional or rainfall probability information devel oped there
from

The term "abandoned m ne" means a mne where mning operations have occurred in the
past and (1) the applicable reclamation bond or [ assurance has been
rel eased or forfeited, or (2) if no reclanmation bo financial assurance
has been posted, no m ning operations have occurre 5) years or nore.

drai nage which, before any
rable iron concentration

The term "acid or ferrugi nous mne drainage"
treatnent, has a pH of less than 6.0 or has .a t
equal to or greater than 10.0 ny/l.

, used or disturbed
fromits natura
tion plant

The term "active mning area" neans the
in activity related to the extraction
deposi ts. This term excludes coal
associ ated areas, and post-m ni ng areas.

al
val, or recovery of c

ar at i( pl ants, coal

The term "al kaline mne drai nage" means m ne , Which befo any treatnent,
has a pH equal to or greater 1an 6.0 and Tot Recoverabl e Iron Concentration of

less than 10.0 ng/l.

The term “cal endar day” neans, , any 24-hour period
The term "coal : ere coal is subjected to
cl eani ng, concentr ) ation in order to separate
coal fromits i C : rapsit to a consunming facility.

The term "coa
yards, imediate a
facilitie

neans the coal preparation plant
piles, and coal storage piles and

The te i circuit" neans all pipes, channels, basins,
t ank ¢ C equi prent that convey, contain, treat, or
process & : [ i coal preparation processes within a coa
preparati O

The term "coa i nmeans any coal refuse deposited on the earth
and or long-term storage (greater than 180 days) of

i ncl ude coal refuse deposited within the active mnining
pved fromthe active mning area.

such materi al
area or coal

The term “coal renini yperation” neans a coal nining operation at a site on which
coal mning was previously conducted and where the site has been abandoned or the
performance bond has been forfeited.

The term "controll ed surface m ne drai nage" neans any surface nine drainage that is
punped or siphoned fromthe active mning area.

The term *“daily nmaxinmum concentration” means the daily determnation of
concentration as an instantaneous nmaxi numthat cannot be exceeded by any sanpl e.

The term “daily precipitation log” means a daily record of precipitation levels
mai ntai ned by the pernmittee to provide proof that a qualifying event has occurred
within the preceding 24 hours. This may take the form of daily readings of I|oca
rain gages, National Oceanic and At nospheric Adninistration data, etc.



PART |

Page |-15
Permit No.: KY0108278
Al NO. : 105718

E. DEFI NI TI ONS - conti nued

The term “existing source coal mne” neans a coal mne, which the KYDOW determ nes
is neither a “new source coal mne” nor a “new di scharger coal mne.”

The term “expanded operation” neans any anendnent or revision of a mning plan,
whi ch neets conditions 2, 3, or 5 of the term“nmajor alteration”.

The term "final bond release" means the time at whic
M ni ng Recl amation and Enforcenment returns any renainj
bond based upon its determ nation that reclamation
underground mnines, mne sealing, and abandon
requi renents have been satisfactorily conpl et ed.

the Departnent for Surface
ecl amati on or performance
cluding, in the case of
es) and revegetation

ortion collected in | ess
the total discharge.

The term “grab sample” means a single influent or
than fifteen (15) mnutes at the period nos
The term “instantaneous maxi munf rreans vaI ue not
time.

be exceeded at any

The term “major alteration” neans a coal e fN’m ch the KYDOW ines that a

new, altered, or increased discharge of pol an s occurred af May 29, 1981,
in connection with the nine for which the pernit is being considered. In
maki ng this determ nation, DOW shal | tak nto account one (1) or nore of the

followi ng events: 1) Extra a coal sea ot previously extracted by that
mne; 2) Discharge into iously affected by wastewater
di scharges from the nine; 3) st ur bance at the nining
operation; 4) Construction of ift; and 5) Such other
factors as the Dire

The term "mne d ans  al / wat er punped or siphoned from an

The ternr [ i s the arithmetic average of all sanple

The ter
may be a
1979, it
effecti ve KPDE
new source.

means a coal mne: 1) from which there is or
of pollutants at a site at which on August 13,
ants; and 2) which has never received a finally
di scharge at that site; and 3) which is not a

The term "new sour
and coal preparation
being re-nmined, on wh
determ ned by the Direc

nmeans a coal nmine (excluding coal preparation plants
associ ated areas), including an abandoned mine, which is
construction is comenced after May 4, 1984; or which is
or of the KYDOWto constitute a "najor alteration."

The term “phase | reclamation bond release” means release by the Department for
Surface Mning Reclamation and Enforcement of a portion of the performance bond
after the following work has been conpleted: backfilling, re-grading, top soil

repl acenent, drainage control work, including soil preparation, re-grading, seeding,
pl anting, and nul ching in accordance with the approved recl amation pl an.

The term “point source” nmeans any discernible, confined, and discrete conveyance,
including but not limted to any pipe, ditch, channel, culvert, tunnel, conduit,
wel |, discrete fissure, container, wet seals, nine adits, seeps, or sunps, from
whi ch pollutants are or may be discharged.
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E. DEFI NI TI ONS - conti nued
The term "post-mning area" neans: 1) A reclamation area; or 2) The underground

wor ki ngs of an underground coal mine after the extraction, renoval, or recovery of
coal fromits natural deposit has ceased and prior to bond rel ease.

The term "reclamati on area" neans the surface area of a coal nine, which has been
returned to required contour and on which revegetation (specifically, seeding or
pl anti ng) work has conmenced.

The term "settleable solids" is that natter neasu the volunetric nethod

specified in PART |, F of the permt.

mean all structures, which
sically treat coal nine
or drainage from coal
regul ated by this part
asi ns, tanks, and al

The terns "treatnent facility" and "treatnent
contain, convey, and as necessary, chemical or
drai nage, coal preparation plant process_. was

preparation plant associated areas, which e p
fromsuch waters. This includes all pip ch e
ot her equi pment serving such structures.

nderground mine” neans .th
acilities, etc. of an u
i under gr ound

under gr ound
round m ne,

The term “underground workings of
wor ki ngs including shafts, adits, support

F. TEST PROCEDURES

Il conform to all regulations

10)

pol | ut ant's
65, Section

Test procedures for the y
publ i shed pursuant to KRS 224 (401

Settl eabl e Solids

ids, as described in c., shall
Section 4(2).

Test procedures
conformto 40 CF

Fill an Inmhoff cone to i ark with a thoroughly mxed sanmple. Allow
to settle.undisturbed ; stir along the inside surface of the
i i q _ di sturbed for 15 minutes |longer. Record
the vag ; i one as mlliliters per liter. Were a

: erials occurs do not include the floating
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PART |1

STANDARD CONDI TI ONS FOR KPDES PERM T

This permt has been issued under the provisions of KRS Chapter 224 and regul ati ons
promul gated pursuant thereto. | ssuance of this pernmt does not relieve the
permittee from the responsibility of obtaining any other pernmits or |icenses
required by this Cabinet and other state, federal, and | ocal agenci es.

It is the responsibility of the pernmittee to denons
parameter limtations by utilization of sufficiently

te conpliance with permt
i ve anal ytical methods.

The permittee is also advised that all KPDES per i s in KPDES Regul ation
401 KAR 5:065, Section 1 will apply to all disc hori zed by this permt.
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PART |11

BEST MANAGEMENT PRACTI CES

SECTI ON A.  GENERAL CONDI TI ONS

1.

Applicability

These conditions apply to all permttees who use, nmanufacture, store, handle,
or discharge any pollutant listed as: (1) toxic under Section 307(a)(1l) of the
Clean Water Act; (2) oil, as defined in Section 311(a)(1) of the Act; (3) any
pollutant |isted as hazardous under Section 311 of the Act; or (4) is defined
as a pollutant pursuant to KRS 224.01-010(35) and who have ancillary
manuf acturi ng operations which could result in (1) the release of a hazardous
substance, pollutant, or contanminant, or (2) an environnental emergency, as
defined in KRS 224.01-400, as anended, or any regulation promul gated pursuant
thereto (hereinafter, the "BWP pollutants”). These operations include naterial
storage areas; plant site runoff; in-plant transfer, process and naterial
handl i ng areas; |oading and unl oadi ng operations, and sludge and waste di sposal
ar eas.

BMP Pl an

The permttee shall develop and inplenent a Best Managenent Practices (BMP)
pl an consistent with 401 KAR 5:065, Section 2(10) pursuant to KRS 224.70-110,
whi ch prevents or mnimzes the potential for the release of "BMP pollutants”
fromancillary activities through plant site runoff; spillage or |eaks, sludge
or waste disposal; or drainage from raw naterial storage. A Best Managenent
Practices (BMP) plan will be prepared by the permittee unless the permttee can
denonstrate through the submission of a BMP outline that the elements and
intent of the BMP have been fulfilled through the use of existing plans such as
the Spill Prevention Control and Counterneasure (SPCC) plans, contingency
pl ans, and other applicabl e docunents.

| npl enent ati on

If this is the first time for the BMP requirenent, then the plan shall be

devel oped within 90 days of the effective date of the permit. Inplenmentation
shall be within 180 days of that subm ssion. For pernit renewals the plan in
effect at the time of permt reissuance shall remain in effect. Modifications
to the plan as a result of ineffectiveness or plan changes to the facility
shall be subnitted to the Dvision of Wter and inplemented as soon as
possi bl e.

Ceneral Requirenents

The BMP pl an shall:

a. Be docunented in narrative form and shall include any necessary plot
pl ans, draw ngs, or naps.

b. Establish specific objectives for the control of toxic and hazardous
pol | ut ants.

(D Each facility conponent or system shall be examined for its
potential for causing a release of "BMP pollutants" due to
equi prent failure, inproper operation, natural phenonena
such as rain or snowfall, etc.
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(2) VWhere experience indicates a reasonable potential for
equi pnrent failure (e.g., a tank overflow or |eakage),
nat ur al condi tion (e.0., precipitation), or ot her
circunmstances which could result in a release of "BM
pollutants,” the plan should include a prediction of the
direction, rate of flow, and total quantity of the
pollutants which could be released from the facility as
result of each condition or circunstance.

cC. Establish specific Best Managenent Practices to neet the objectives
identified under paragraph b of this section, addressing each conponent
or system capabl e of causing a release of "BMP pollutants."

d. I ncl ude any special conditions established in part b of this section.

e. Be revi ewed by plant engineering staff and the plant manager.

Speci fi ¢ Requirenents

Security
Material s I nventory

The plan shall be consistent with the general guidance contained in the
publication entitled "NPDES Best Managenent Practices Quidance Docunent," and
shall include the foll ow ng baseline BMPs as a mni mum

a. BWP Committee

b. Reporting of BMP Incidents

C. Ri sk ldentification and Assessnent

d. Enpl oyee Trai ni ng

e. | nspecti ons and Records

f. Preventi ve Mi ntenance

g. CGood Housekeepi ng

h. Materials Conpatibility

i

j-

SPCC Pl ans

The BMP plan nmay reflect requirenents for Spill Prevention Control and
Count er reasure (SPCC) plans under Section 311 of the Act and 40 CFR Part 151,
and may incorporate any part of such plans into the BVMP plan by reference.

Hazar dous Wast e Managenent

The pernmittee shall assure the proper managenent of solid and hazardous waste
in accordance with the regulations pronul gated under the Solid Waste Di sposal
Act, as anended by the Resource Conservation and Recovery Act of 1978 (RCRA)
(40 U.S.C. 6901 et seq.) Managenent practices required under RCRA regul ations
shall be referenced in the BMP pl an.

Docunent ati on

The pernmittee shall nmaintain a description of the BMP plan at the facility and
shall nake the plan avail able upon request to EEC personnel. Initial copies
and nodifications thereof shall be sent to the following addresses when
requi red by Section 3:

Di vi si on of Water

Surface Water Permits Branch
Operational Permits Section
200 Fair Oaks Lane
Frankfort, Kentucky 40601
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9. BMP Pl an Mbdi ficati on

The pernmittee shall amend the BMP plan whenever there is a change in the
facility or change in the operation of the facility which materially increases
the potential for the ancillary activities to result in the release of "BW
pollutants.”

10. Modi fication for |neffectiveness

If the BMP plan proves to be ineffective in achieving the general objective of
preventing the release of "BMP pollutants,"” then the specific objectives and
requi renents under paragraphs b and ¢ of Section 4, the pernit, and/or the BW
pl an shall be subject to nodification to incorporate revised BMP requirenents.
If at any time following the issuance of this permit the BMP plan is found to
be inadequate pursuant to a state or federal site inspection or plan review,
the plan shall be nodified to incorporate such changes necessary to resolve the
concerns.

SECTI ON B. SPECI FI C CONDI TI ONS

The following itens may be incorporated into the BMP pl an

Devel opnent and inplenmentation of Best Managenent Practices to control contan nated
runof f from haul roads, exploration sites, access roads, etc. Inplenentation of such
practices in lieu of monitoring and conplying with effluent limts for these point
sour ces must be approved by the KDOW.

The Groundwater Protection Plan as required by 401 KAR 5: 037

The conditions of any 401 Water Quality Certification granted to the operation



